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Image similar

Product
Article Number (Market Facing Number) 7MF4940­1DA05­0B
Product Description Quick­release diaphragm seal, Type 7MF4940 PRESSURE EQUIPMENT DIRECTIVE F GAS 1/LIQUIDS 1 ART. 3.3 SEP,

MATERIAL STAINLESS STEEL 1.4435 Mounted on SITRANS P transmitter for pressure proc.conn./nom.diam./nom.press. DIN
11851 w. slotted union nut DN 40, PN 40 Wetted parts: stainless steel, Length of extension tube: none Leybonol LV520 Directly
mounted without capillary tube .

Product family Quick­release diaphragm seals

Product Lifecycle (PLM) PM300:Active Product

Price data
Price Group
List Price Show prices

Customer Price Show prices

Surcharge for Raw Materials None
Metal Factor None

Delivery information
Export Control Regulations AL : N / ECCN : N
Standard lead time ex­works 10 Day/Days
Net Weight (kg) 1,000 Kg
Product Dimensions (W x L x H) Not available
Packaging Dimension Not available
Package size unit of measure Not available
Quantity Unit 1 Piece
Packaging Quantity 1

Additional Product Information
EAN Not available
UPC Not available
Commodity Code 90262020
LKZ_FDB/ CatalogID FI01­1
Product Group 4771
Country of origin Germany
Compliance with the substance restrictions according to RoHS directive Since: 01.07.2006
Product class C: products manufactured / produced to order, which cannot be reused or re­utilised or be returned against credit.
Obligation Category for taking back electrical and electronic equipment after use No obligation to take back electrical and electronic equipment after use

Classifications
  Version Classification

eClass 5.1 27­20­06­20
eClass 6 27­20­06­20
eClass 7.1 27­20­06­20
eClass 8 27­20­06­20
eClass 9 27­20­06­20
eClass 9.1 27­20­06­20
UNSPSC 15 32­15­17­03
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Service & Support (Manuals, Certificates, FAQs...) Download
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